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Contact Mats

E N N I S Applicable in escalators and moving walks WVE =

NON ENERGY SAVING

N
BTJESCALATORS
& WALKWAYS

RATED STOP

I

RATED LOW-STOP

Passenger Comfort (%)

ENERGY SAVING RATIOS

NES 125
HIGH TRAFFIC MEDIUM TRAFFIC  LOW TRAFFIC WEAR & TEAR (-1} 130
NES 0 0 0 High RS-PH 115
RL 10 30 40 Medium RS-CM 100
RS-PH, RS-CM 15 45 65 Medium RLS-PH 125
RLSPH, RLSCM 15 40 60 Low RLS-CM 120
ENOT RECOMMENDED Il GOOD PERFORMANCE H OPTIMUM PERFORMANCE
ENERGY SAVINGS SYSTEM SELECTOR N IRNTITCHR F VY- e MEDIUM TRAFFIC LOW TRAFFIC
HIGH BUDGET INDOOR. RLS-CM INDOOR. RLS-PH INDOOR. RLS-PH
OUTDOOR. RLS-CM OUTDOOR. RLS-CM OUTDOOR. RLS-CM
INDOOR. RLS-CM / RS-CM INDOOR. RLS-PH / RS-PH INDOOR. RS-PH
MEDIUM BUDGET OUTDOOR. RLS-CM / RS-CM  OUTDOOR. RLS-CM / RS-CM OUTDOOR. RS-CM
INDOOR. NES / RS-CM INDOOR. RS-PH INDOOR. RS-PH
LOW BUDGET OUTDOOR. NES / RS-CM OUTDOOR. RS-CM OUTDOOR. RS-CM
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‘ﬁESCALATOR STANDARD CHARACTERISTICS J ‘f WALKWAYS FEATURES & FINISHESJ

Our range of Escalators and Walkways offer reliability as well  All our escalators are in full compliance with EN 115.
as versatility. Due to the modular design of each product, we ~ We have installed escalators across a variety of projects

can adapt to the specifications of each customer’s project, in  including shopping centres, hotels and commercial :
order to best satisfy your needs. developments. Feature Standard ‘ Optlonal

A full range of optional design features are available to adapt to your individual needs:

Balustrade Vertical, Slim-line;Tempered Safety Glass Inclined Stainless Steel
STEP

SKIRTING Handrail Black rubber with nylon gliding layer Other colours available

Skirting Panel Hairline Stainless Steel

HANDRAIL Steel with Teflon black

DRIVE Cladding Painted steel plate (1mm) Hairline stainless steel (1mm)
cladding sides: left and right and bottom (cladding sides: left, right and bottom

Lighting Comb Skirting lighting & Balustrade

Die cast aluminum, grey color Die cast aluminum, black color

Operational photo cell Sensors Diffuse sensors

Za RN Function

= ‘ﬁESCALATOR FINISH AND FEATURES J

A full range of optional design features are available to adapt to your individual needs:

Standard Optional

Balustrade Vertical, Slim-line;Tempered Safety Glass Inclined Stainless Steel
Handrail Black rubber with nylon gliding layer Other colours available
Skirting Panel Hairline Stainless steel Stainless Steel
Cladding Painted steel plate (1mm) Hairline stainless steel (1mm)
cladding sides: left and right and bottom (cladding sides: left, right and bottom
Lighting Comb Skirting lighting & Balustrade
Step Die cast aluminum, grey color Die cast aluminum, black color
Operational photo cell Sensors Diffuse sensors

Function




